
ENRON OIL & GAS COMPANY NOV1 8 1996
P.O. BOX 1815

VERNAL, UT 84078 gy

November 15, 1996

Utah Division of Oil, Gas, & Mining
Attn: Mr. Frank Matthews, Petroleum Engineer
1594 West North Temple
Box 145801
Salt Lake City, UT 84114-5801

RE: APPLICATION FOR PERMIT TO DRILL
CWU #434-27N
SE/NW SEC. 27, T9S, R22E
UINTAH COUNTY, UTAH

Dear Mr. Matthews:

LEASE NO. U-0285-A

Enclosed please fmd a copy of the Application for Permit to Drill and associated
attachments for the referenced well.

Please address further communicationregarding this matter (includingapproval) to:
Ed Trotter
P.O. Box 1910
Vernal, UT 84078
Phone # (801) 789-4120
Fax # (801) 789-1420

Sincerel ,

d Trott
Agent
Enron Oil & Gas Co.

Attachments



SUBMIT IN TRI CATE* FORM APPROVEDÈorm3160-3
uly 1992) (Other instructions on OMB NO. 1004-0136

UNITED STATES reverse side) Expires: February 28,1995
DEPARTMENT OF THE INTERIOR ry LEASE DESIGNATION AND SERIAL NO.

BUREAU OF LAND MANAGEMENT U-0285-A

APPLICATION FOR PERMIT TO DRILLOR DEEPEN 6. IFINDIAN,ALLOTTEEORTBIBENAME

1R. TYPE OF WORK

DRILLE DEEPENO 3. UNIT AGREEMENT NAME

b. TYPaoFWEI,L CHAPITA WELLS UNIT
O LLL VAESLL

OTHER
NNE ZOUNLTH'LE 6. FARMORLBASBNAMB,WB[LNO.

2. NAME OF OPERATOR CHAPITA WELLS UNIT
ENRON OIL & GAS COMPANY Û. APIWBLLNO.

a. ADDRESSAND1ElÆPHONENO 434-27N Q(¿( OOÁ
P.O. BOX 1815, VERNAL, UT 84078 io. FIELD AND POOL, OR WILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.*) CWU/WASATCH
At surface

2294' FNL & 1638 ' FWL SE/NW 11. CD
S

YM ORnBLA

At proposed prod. zone
SEC. 27, T9S, R22E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 18. BTATE

19.1 MILES SOUTHEAST OF OURAY, UTAH UINTAH UTAH
10. DISTANCE PROM PROPOSED* 16. NO. OF ACRES IN LEASE ÎÎ. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OR LEASE LINE, FT- 1638 '± 1800± 80
(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 1Û. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED, y /
OR APPLIED FOR, ON THIS LEAS=, vr. 1764 '± 6750 ¢91 ROTARY

21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

4988 I GRADED GROUND NOVEMBER 1996
23.

PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE GRADB,SIZBOFCASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12 1/4" 9 5/8 " 32.3# 240 ' 125 SX CLASS "G" + 2°/o CaC19
7 7/8" 4 1/2" 10.5# 6750' + 1/4 #/SX CELLOFLAKE. 50/50

POZMIX + 2°/o GEL + 10°/o SALT
TO 400 ' ABOVE ALL ZONES

- --.
OF INTEREST (+ 10°/o EXCESS) .

LIGHT CEMENT (11 PPG+)

SEE ATTACHMENTS FOR: NW¡ 8 - + LCM to 200 ' ABOVE OIL
SHALE OR FRESH WATER

8 POINT PLAN
------ INTERVALS (+ 5°/o EXCESS) .

DRILLING PROGRAM DIVOFOILGAS& MINING
BOP SCHEMATIC
SURFACE USE AND OPERATING PLAN
LOCATION PLAT
LOCATION LAYOUT
TOPOGRAPHIC MAPS "A", "B", AND "C" ENRON OIL & GAS COMPANY WILL BE THE
GAS SALES PIPELINE MAP "D" DESIGNATED OPERATOR OF THE SUBJECT
FACILITY DIAGRAM WELL UNDER NATIONWIDE BOND #81307603.

IN ABOVESPACEDESCRIBB PO OSED PROGRAM: If proposal is to deepen, give data on present productive zone and proposed new productive zone. If proposal is to drill or

deepen directionally, giv rtinen ta on subsurface locations and measured and true vertical depths. Give blowout preventer program, if any.

24.

SIGNED TITI2E AGENT

PERhis s ce fo e ral o S te omc s

. APPROVAL DATE .
Application approval does not warrant or certify that the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct operations thereon.

*SeeInstructionsOn ReverseSide
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its



ENRON OIL & GAS CO.
Well location, CWU #434-27N, located as
shown in the SE 1/4 NW1/4 of Section 27,* T9S, R22E, S.L.B.&M. Uintah County, Utah.

BASIS OF ELEVATIONS89°59'09"W
-

264LO2°
(Meas.) N89°58°W

- 39.97 (G.L.O.)L a
SPOT ELEVATIONAT THE NE CORNER OF SECTION 27,T9S, R22E, S.L.B.&M. TAKEN FROM THE RED WASH
SW QUADRANGLE,UTAH, UINTAH COUNTY, 7.5 MINUTE
SERIES (TOPOGRAPHICAL MAP) PUBLISHED BY THE
UNITED STATES DEPARTMENT OF THE INTERIOR.
GEOLOGICALSURVEY.SAID ELEVATIONIS MARKEDAS BEING 4973 FEET.

NCM/ f4J4-27N
Elev. Ungroded Ground - 4990'

o o
WC NO OYE,
1.49

SCALEo
o

CERTIFICATE
THIS IS TO CERTIFYTHATTHEABOVEP AS"PRE ARED FROMco
FIELDNOTES OF ACTUAL SURVEYS 8 UÑ0Eft MYo> ---

--- SUPERVISIONAND THAT THE SAMg TO
BEST OF MY KNOWLEDGEAND •

EGIS ATION 6131

UmuH ENGINEERING G
85 SOUTH 200 ßAST VERNA ÚfAH. 84078NS9 50'W - 80.16 (G.L.O.)

LEGEND: (801) 789-1017
SCALE DATE SURVEYED: DATEORAWN:=

90° SYMBOL
1" =

1000° 7-18-94 8-22-94
PARTY REFERENCESg = PRO OSED WELL HEAD

G.S. D.G. D.R.B- G.L.O. PLAT
WEATHER FILEÁ = SECTION CORNERS LOCATED, tem.,cap.) HoT ENRON OIL & GAS
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EIGHTPOINT PLAN

CHAPITAWELLS UNIT 434-27N
SECTION27, TSS, R22E
UINTAHCOUNTY, UTAH

1. &2. ESTIMATEDTOPS & ANTICIPATEDOIL,GAS &WATERZONES:
FORMATION DEPTHS TYPE ZONES MAXIMUMPRESSURE

Green River
Oil Shale 1392'

"H" Marker 2927'
"J" Marker 3587'
"Base "M":Marker 4187'

Wasatch
Peters Point 4612' Gas 2100 PSI
Chapita Wells 5142' Gas 2300 PS1
Buck Canyon 5702' Gas 2600 PSI
Island 6625'

EST. TD 6750' Anticipated BHP 3000 PS1
All depths are based on estimated KB elevation 4992'. Maximum pressure estimates are based on
bottom hole pressures measured on offset or near vicinitywells to the subject well.

3. PRESSURE CONTROL EQUfPMENT:

BOP Schematic Diagram Attached.

4. CASlNGPROGRAM
MINIMUM SAFETY FACTOR

HOLE SlZE INTERNAL LENGTH SIZE WEIGHT GRADE THREAD COLLAPSE BURST TENSlLE
12 1/4" O' - 240' 240' 9 5/8" 32.3# H-40 ST&C 1370 PSI 2270 PSI 254,000#

7 7/8" O' - 6750' 6750' 4 1/2" 10.5# J-55 ST&C 4010 PSI 4790 PSI 146,000#

All casing to be used willbe new or inspected.

5. MUD PROGRAM

INTERVAL MUD TYPE
O' - 240' Air

240' - 4000' Air/Mist & Aerated Water
4000' - TD Air/3% KCIwater or KCIsubstitute

TD Gel/polyacrylamide polmer w/5-10% LCM
Lost circulation probable from 1500' to 3000't
Sufficient mud inventory willbe maintained on location during drilling to handle
any adverse conditions that may arise.



EIGHT POINT PLAN
CHAPITA WELLS UNIT 434-27N

6. VARIANCEREQUESTS:

A. Enron requests a variance to regulations requiring a straight run blooie line
(Where possible a straight run blooie line willbe used).

B. Enron requests a variance to regulations requiring an automatic ignitor or
continuous pilot light on the blooie line. (Not required on aerated water
system).

7. EVALUATION PROGRAM:

Logs: Dual Laterolog/GR From base of surface casing to TD.
FDC-CNL/GRICaliper TD to 2800'
Linear 2" DLL.

Cores: None Programmed
DST' : None Programmed

Completion: To be submitted at a later date.

8. ABNORMAL CONDITIONS

None anticipated.

9. STANDARD REQUIRED EQUIPMENT:

A. Choke Manifold
B. KellyCock
C. Stabbing Valve
D. Visual MudMonitoring

10. HAZARDOUSCHEMICALS:

No chemicals subjectto reporting under SARA titleIll in an amount equal to or
greater than 10,000 pounds willbe used, produced, stored, transported,or
disposed of annually in associationwith the drilling of thiswell. Furthermore,
no extremely hazardous substances, as defined in 40 CFR 355 in threshold
planning quantities, willbe used, produced, stored, transported,or disposed of
in associationwith the drilling of this well.

Attachment: Bop Schematic Diagram



i 15101 t)]L, GAS AND HfNING OPEilATDil ENRON OTT, Tv GAR COMPANY OPEffATCílACCI. td0 Ë¯x
2C

ENH1Y ACTION fD11H- foRM 6 minitEss P.o. Box 25MIg_WNMING 83113

n
ACilON GII2ilENT Niki Al'I NU^rflEFF WELL MAHE WFl.t f (ICATlüN $PUD EFFECT[VE(OTIE fNIFIY fl0. Dir1TY RO.

90 St TP RG CDUJiTY DATE DATE
B 43-047-32641 C A TA WELLS UNIT 433-28N SENE 28 9S 22E UINTAH . 11-25-96

43-047-32643 CFA WFT,T.R UNT 409-11m SESW 11 9S 22E UINTAH £1--29-96ELI. 2 C001HENTS:

B 43-047-32644 CHAPITA WELLS UNIT 355-13N SW/NW 13 9S 22E UINTAH 1-17-97ELL 3 Ef]r N IIS:

B 43-047-32642 CHAPITA WELLS UNIT 427-24N SE/NE 24 9S 22E UINTAH 1-18-97UELL 4 til.1HEMIS:

B 43-047 CHAPITA WELLS UNIT 434-27N S 27 9S 22E UINTAH 1-20-97NELL 5 £0NFIENTS

ACffDN CDilES (See i.ustructiuns on back uf forra)
A - Establish new entity for new well [single well only)

. 178 - Adil riew well to exisLing entity (group or Unit well) $ignah aC - Re--assisju well freni one existing entity to anctiter existing entity
- ge..esign well troi noe unisting entity to a new entity REGULATORY ANALYST 2-6-97E - Utlier lapiam in ..owments section)

Utle GateNOTE: Use CiliiHEfit section to es;21ahrt why each AcGon Coele was selected. Plione No, p07 276-3331
CF

(3/89}



OH & Gas Compam

DRILLING PROGRAM

.
Date: JulY 26, 1994

REVISION NO. & DATE:

PROSPECT: Chapita Wells Unit LEASE:

WELL NAME & NUMBER: Chapita Wells Unit 434-27N

WELL CLASSIFICATION: DW-GAS ANTICIPATED PRODUCTION: OIL___ GAS_X__ OTHER

LOCATION CALL: 2150' FNL & 1500' FWL (Sß NW) (Pre-Staking estimated)

Section 27, T9S, R22E

Uintah County, Utah

ELEVATION: 4980' GL, 4992' KB (estimated)

DEVIATION LIMITATIONB: Maximum deviation for the hole will be 6* wfno more

than a 1*(100' doq1eg severity. See page number 4 for distance between

surveys.

TYPE RIG: Land RotarY APPROVED DEPTH: 6750' PERMIT DEPTE: 6750'

CONDUCTOR NEEDEDT No If yes, size & how set:

BURFACE CASING SPECIFICATIONB: WOC overnight before cutting off surface casing

to weld on head. Adjust surface casinq setting depth for conditiens of

appygval.

CENTRALI2ERS (DEPTE & TYPE) :

Burface - One 5-101 above shoe & top pg first, second & fourth ioint,
Production - One ‡ middle of 1st it & every third collar tp



WELL NA ChaDita Wells Unit 434-27N

STAGE COLLARS, BASKETS, OTHER SPECIAL EQUIPMENT:

surface - Guide shoe & Insert Baffle Plate.

Production - Guide shoe and differential fill float collar w‡th top ping

NaTX97 9911arp ‡ 4690't.

PUMPING RATES/8PECIAL INSTRUCTIONB: Circulate casing 2 hours orior to

rement‡pg, Reciprocate casipq.

LOGGÎNG PROGRAM: DLL/GR from TD to base of surface casing.

FOC/CNL(GRfcaliper from TD to 2800'. Delete MSFL & SP.

Continue caliper to desired top of cement.

COREs: None gre antigipqted,

BAMPLES: C9119ct 39' samples frey belgw surface casinq 40 4000'±, Collect TO*

samples grep 4000't te TO,

FORKATION TESTS: None are apticipated.

MUD LOGGING: (Includes services & depth): From 4000'± to TD.

DETECTION & CONTROL EQUIPMENT: 11N 3000 psig BOP with blind and Dipe rams.

11" Annular Preventor. 11" rotating head, Test manifold & BOP's to 3000 psig.

appular preventor to 1500 osig, surface casing to 1500 osig. Use certified

pressure testing service company and leave a copy of the test chart in the

deghouse unt‡l rig down.

COMPLETION PROGRAM: 79 be submittq¢ pt a Igger 44te.

OTHER BERVICES: None are



WELL ME: Chapita Wells Unit 434-27

CEMENT PROGRAM

ROLE CABING
BISE BIZE DEPTH CEMENT PROCEDURE
124" 9-5/8" 240' Cement w/125 sx Class "G" cement + 2% CaCl2 +\#/sx celloflake. Circulate gelled water

ahead of slurry.

7-7/8" 44" 6750* Cover interval from TD to 4100'± w/50/50
Pommix + 2% gel + 10% salt. Volume to becalculated from caliper log annular volume to
4100' plus 54 excess.

Cover interval from 4100'± to depth specified
in conditions of approval with light cementplus specified additives. Volume to be
calculated from caliper log annular volume
from 4100'± to applicable upper depth plus 0%excess.

Circulate casing 2 hrs before cementing.
Reciprocate casing during cementing.

NOTE: Check conditions of approval for surface casing setting depth.

CASINGPROGRAM

INTERVAI, WBIGET MINIMUM SAFETT PACTOR

col.t.APsB BURST TENSII.ESIEE FROM TO I.ENGTE #|FT. GRADE TERRAD (psig) (psig) (psig)
9-5/8" O' 240' 240' 32.3# H-40 ST&C 1370 2270 54,000
4-1/2" O' 6750' 6750' 10.5# J-55 ST&C 4010 4790 146,000

SURVEYSCHEDULE

DISTANCE MAX DEVIATIONS MAXINUX CHANGEDEPTH BETWEEN BURVEYB FRON VERTICAL DEGREE8/100'
O' to 240' 240' 1 degree 1 degree

240' to TD 500' 6 degrees 1 degree(or as needed)

PREPARED BY: De J. Brabec -

APPROVED BY• & 4 /
Dennis J.) e ec, Division Drilling Manager

APPROVED BY: r 4 m
C. C. Parsons, Division operations
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MWULARPREVENTORANDBOTHRMS ARE3000' PSIG RATED.
CASINGFiMGE 15 ll" 3000PSIG RATED.
80PE 11' 3000 PS1G

T£5TINGPROCEDURE:
1. 60PE's will be tested with a professional tester to confom to

Onshore Otsfer $2 with retest every 14 days.
2. Blind & Pipe rams will be tested to rated working pressure. 3000 > ..

3. ar preventor will be tested to 50%of working pressure, 1500 rzass s.xm

psig.
4. Casing will be tested to 0.22 psi/ft. or 1500 osig. Not to exceed 10%of burst to•

strength, whichever is greater.

9. Al1 1ines subject to wel1 pressure will be pressure tested to the
same pressure as bl ind & pipe rams.

4. All SOPEspecifications and configurations will meet Onshore Order envmsm
#2 requirements for 3000 psig 80PE specifications.
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O O
CONDITIONSOF APPROVAL

FOR THE SURFACE USE PROGRAM OF THE
APPLICATION FOR PERMIT TO DRILL

Company/Operator: ENRONOIL&GASCOMPANY
Well Name & Number: CHAPITA WELLS UNIT434-27N
Lease Number: U-0285-A
Location: 2294' FNL& 1638' FWL SE/NW SEC. 27 T9S, R. 22E
Surface Ownership: FEDERAL LAND - BLM

NOTIFICATION REQUIREMENTS

Location Construction - forty-eight (48) hours prior to constructionof location
and access roads.

Location Completion - prior to movingon the drilling rig.

Spud Notice - at least twenty-four(24) hours prior to spudding the well

Casing String and - twenty-four(24) hours prior to running casing and
Cementing cementing all casing strings.

BOP and Related - twenty-four(24) hours prior to running casing and tests
Equipment Tests

First Production - withinfive (5) business days after new well begins or
Notice production resumes after well has been offproduction

for more than ninety (90) days.

For more specific details on notificationrequirements, please check the Conditions
- of Approval for Notice to Drilland Surface Use
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THIRTEEN POINT SURFACE USE PROGRAM

1. EXISTINGROADS
A. See attached Wellsite Plats showing directional reference stakes on location,

and attached TOPO Map "B"showing access to location from existingroad.
B. The proposed wellsite is located approximately 19.1 miles southeast of Ouray,

Utah - See attached TOPO Map "A".
C. Refer to attached Topographic Map "A"showing labeled access route to
location.
D. Existing roads willbe maintained and repaired as necessary. No off lease

Right-of-Way will be required.

2. PLANNED ACCESS ROAD
A. The access road willbe 25' in length. See attached TOPO Map "B".
B. The access road has a 30 foot ROW w/18 foot running surface.
C. Maximum grade on access road will be 5%.
D. No tum outs will be required.
E. Road drainage crossings shall be of the typical dry creek drainage crossing

type.
F. No culverts, bridges or major cuts & fills will be required.
G. The access road willbe dirt surface.
H. No gates, cattleguards or fences will be required or encountered.

New or reconstructed roads willbe centerline - flagged at timeof
location staking.

AIItravel will be confined to existing access road Right-of-Way. Access
roads and surface disturbing activities will conform to standards outlined
in the Bureau of Land Management and Forest Service Publication:
Surface operating Standards For Oil & Gas Exploration and Development,
(1989).

The road shall be upgraded to meet the standards of the anticipated traffic
flow and all-weather road requirements. Upgrading shall include ditching,
drainage, graveling, crowning, and cappingthe roadbed as necessary
to provide a well constructedsafe road. Prior to upgrading, the road shall
be cleared of any snow cover and allowed to dry completely.
Traveling off the 30 foot Right-of-Way will not be allowed.

Road drainage crossing shall be of the typical dry creek drainage crossing
type. Crossings shall be designed so they willnot cause siltation or
accumulation of debris in the drainage crossings nor shall the
drainages be blocked by the roadbed. Erosion of drainage ditches by run
off water shall be prevented by diverting water off at frequent intervals
by means of cutoffs. Upgrading shall not be allowed during muddy
conditions. Should mud holes develop, they shall be filled in and detours
around them



O O
No Right-of-Way applications will be required.

As operator Enron Oil & Gas Company shall be responsible for all
maintenance on cattlequards, or gates associated with this oil
and/or gas operation.

3. LOCATION OF EXISTINGWELLS WITHIN A ONE MILE RADIUSOF
PROPOSED WELL LOCATION
A. Water wells - None
B. Abandoned wells - One
C. Temporarily abandoned wells - None
D. Disposal wells - None
E. Drillingwells - None
F. Producing wells - Ten - See attached TOPO Map "C"for location of

producing wells.
G. Shut in wells - None
H. Injection wells - None

4. LOCATION OF EXISTING/AND OR PROPOSED FACILITIES
A. ON WELLPAD

1. Tank batteries - None
2. Production facilities willbe set on location if well is

successfully completed for production. Facilities will
consist of well head valves, separator, dehy, 210 Bbl
condensate tank, meter house and attaching piping.
See attached facility diagram.

3. Oil gathering lines - None
4. A 3 1/2" gathering line will be buried from dehy to north

edge of location.
5. Injection line - None
6. Disposal lines - None
7. Surface pits - None

B. OFF WELL PAD
1. Proposed location of attendant offpad gas flowlinesshall

be flagged prior to archaeological clearance.
2. A 4 1/2" OD steel above ground natural gas pipeline will

be laid approximately 275' from proposed location to a
point in the SEINW of Sec. 27, TSS, R22E, where it will
tie into Questar Pipeline Co.'s existing line Proposed
pipeline crosses BLMadministrated lands within the
Chapita Wells Unit,thus no Right-of-Way grant willbe
required. See attached Exhibit "A"showing pipeline route.

3. Proposed gas gathering pipeline willbe a 4 1/2" OD steel, welded
line laid on the surface.

4. Protective measures and device for livestock and wildlifewillbe
taken and or installed where
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Ifstorage facilities/tank batteries are constructedon this
lease, the facility/battery or the well pad shall be
surrounded by a containmentdike of sufficient capacity to
contain.at a minimum,the entire content of the largest
tank within the facility/battery, unless more stringent
protective requirements are deemed necessary by the
authorized officer.
The production facilities willbe placed on the south
side of location.
All permanent (on site for six monthsor longer) structures
constructed or installed (including pumping units)willbe
painted a flat, non-reflective,earthtone color to match one
of the standard environmental colors, as determined by
the Rocky Mountain Five State Interagency Committee.
All facilities required will be painted within6 monthsof
installation. Facilities required to complywithO.S.H.A.
(Occupational Safety and Health Act) willbe excluded.
The required paint color is Carlsbad Canyon.
If at any timethe facilities located on public land and
authorized by the terms of the lease are no longer
included in the lease (due to a construction in the unit
or other lease or unit boundary change), BLMwill
process a change in authorization to the appropriate
rentalor other financial obligationas determined by the
authorized officer.

5. LOCATION& TYPE OF WATERSUPPLY
A. Water supplywillbe from Ouray Brine Plant at Ouray, Utah, and/or

Target Trucking Inc.'s water source in the SW/SW Sec. 35, T9S, R22E
Uintah County, Utah (State water right#49-1501).

8. Water willbe hauled by Target Trucking Inc.
C. No water wellwillbe drilled on lease.

6. SOURCE OF CONSTRUCTION MATERIAL
A. All construction material for this location and access road willbe

of native borrow and soil accumulated during the construction of
location.

B. All construction material willcome from Federal Land.
C. No mineralmaterials willbe required.

7. METHODS OF HANDLINGWASTE DISPOSAL
A. METHODS AND LOCATION

1. Cutting willbe confined in the reserve pit.
2. A portable toilet willbe provided for human waste during

the drilling and completion of the well. Disposal will be at
the Vemal sewage disposal plant.

3. Buming willnot be allowed. Trash and other waste material
willbe containedin a wire mesh cage and disposed of at an
approved waste disposal facility.

4. Produced waste water willbe confined to a lined pit
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storage tank for a period not to exceed 90 days after
initial production. During the 90 days an application for
approvalof a permanent disposal methodand location,
together with the required water analysis,willbe
submittedfor AO's approval.

5. AIIchemicals willbe disposed of at an authorized
disposal site. Drip pans and absorbent pads will be
used on drilling rig to avoid leakage of oil to pit.

B. Water from drilling fluids recovered during testingoperations willbe
disposed of by either evaporating in reserve pit or be removed and
disposed of at an authorized disposal site. Introduction of well
bore hydrocarbons to reserve pit willbe avoidedby flaring them
off in flare pit at time of recovery.

Buming willnot be allowed. All trash must be contained in a trash
cage and hauled away to an approved disposal site at the completion
of the drilling activities.

On BLMAdministered land:
The reserve pit will be constructed so as not to leak, break, or allow
discharge.

The reserve pit shall be lined.

After first production, produced waste water willbe confined to a lined
pit or storage tank for a period not to exceed ninety (90) days. During
the 90 day period, in accordance withOnshore Order No. 7, an
application for approval of a permanent disposal method and location,
along with requiredwater analysis,shallbe submittedfor the AO's
approval. Failure to file an applicationwithinhe timeallowed willbe
considered an incident of noncompliance.

8. ANCILLARY FACILITIES
A. No airstrips or camps are planned for this well.

9. WELL SITE LAYOUT
A. Refer to attached well site plat for related topography cuts and

fills&cross sections.
B. Refer to attached well site plat for rig layout and soil material

stockpile location as approved on On-site.
C. Refer to attached well site plat for rigorientation parking areas,

and access road.

The reserve pit willbe located on the north side of location.

The flare pit willbe located downwind of the prevailing wind
direction on the north side of location a minimumof 100 feet from
the well head and 30 feet from the reserve pit fence.

The stockpiled topsoilwillbe storedon the north
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Access to the well pad willbe from the south.

NA Diversion ditch(es) shall be constructed on the side of
the location (above/below) the cut slope, draining to the

M Soil compacted earthen (berms) shall be placed on the
side (s) of the location between the

M The drainage (s) shall be diverted around the side(s) of the well pad
location.

NA The reserve pit and/or locations shallbe constructed long and
narrow for topographic reasons

NA The corner of the well pad will be rounded off to
avoid the

NA The existing road will be rerouted to the east of the location. The
top soil pile placed on the Southwest end will serve as a detour and
block traffic from entering location.

FENCING REQUIREMENTS
AIIpits willbe fenced according to the followingminimum standards:

A. 39 inch net wire shall be used with at least one strand of barbed
wire on top of the net wire. (Barbed wire is not necessary if pipe
or some type of reinforcement rod is attached to the top of the entire
fence).

B. The net wire shall be no morethan 2 inches above the ground. The
barbed wire strand shall be 3 inches above the net wire. Total
height of the fence shall be at least 42 inches.

C. Comer posts shall be cemented and/or braced in such a manner to
keep the fence tightat all times.

D. Standard steel, wood,or pipe posts shall be used between the comer
braces. Maximum distance between any two posts shall be no greater
than 16'.

E. All wire shall be stretched by using a stretching device before it is
attached to the comer posts.

The reserve pit fencing willbe on the three sides during drillingoperations
and on the fourth side when the rig moves off the location. Pits willbe
fenced and maintained until clean-up.

Each existing fence to be crossed by the access road shall be braced and
tied off before cutting so as to prevent slacking of the wire. The opening
shall be closed temporarily as necessary during construction to prevent
the escape of livestock, and upon completionof construction the fence
shall be repaired to BLM or SMA specifications. A cattlequard with and
adjacent 16 foot gate shall be installed in any fence where a road is to be
regularly traveled. If the well is a producer, the cattleguards (shall/shallnot)
be permanently mounted on concretebases. Prior to a new road, crossing any
fence located on federal land, or any fence between federal land and private
land, the operator willcontact the BLM,who willin turn contactthe grazing
pemittee or owner of said fence and offer him/her the opportunity to be
present when the fence is cut in order to satisfy himselflherself that
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fence is adequately braced and tied off.

10. PLANS FOR RESTORATION OF SURFACE
A. PRODUCINGLOCATION

Immediately upon well completion, the location and surrounding area
will be cleared of all unused tubing, equipment, debris, material,
trash, and junknot required for production.
Immediately upon well completion, any hydrocarbons on the pit shall
be removedin accordance with CFI 3162.7-1.
Ifa plastic nyfonreinforced liner is used, it shall be tom and
perforated before backfilling of the reserve pit.

The reserve pit and that portion of the location no needed for
production facilities/operations will be recontoured to the
approximate natural contours. The reserve pit will be reclaimed
within 12 months from the date of well completion. Before any
dirt work takes place, the reserve pit will be completely dry and all
cans, barrels, pipe, etc., willbe removed.
Contact appropriate surface management agency for required seed
mixture.

8. DRY HOLE/ABANDONEDLOCATION
At such timethe well is plugged and abandoned, the operator
willsubmit a subsequent report of abandonment and BLMwill
attach the appropriate surface rehabilitation conditions of
approval.

11. SURFACE OWNERSHIP
Access road: Federal
Location: Federal

12. OTHER INFORMATION
A. Enron Oil& Gas Company willinform all persons in the area who are

associated with this project that they are subject to prosecution for
knowinglydisturbing historic or archaeologicalsites, or for collecting
artifacts. Ifhistoric or archaeological materials are uncovered during
construction,the operator willimmediately stop work that might further
disturb such materials, and contact the AO. Within five working days
the AO willinform operator as to:

-whether the materials appear eligiblefor the National Register
of Historic Places:

-the mitigationmeasures the operator will likely have to undertake
before the site can be used.

-a timeframe for the AO to complete an expedited reviewunder 36
CFR 800.11 to confirm,throughthe State Historic Preservation Officer,
that the findings of the AO are correct and that mitigationis appropriate.

-if the operatorwishes, at the timeto relocate activitiesto avoid
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expense of mitigationand/or the delays associated with this process,
the AO will assume responsibility for whatever recordation and
stabilization of the exposed materials may be required. Otherwise,
the operator willbe responsible for mitigationcosts. The AO willprovide
technical and procedural guidelines for the conduct of mitigation.
Upon verification from the AO that requiredmitigation has been
completed, the operator willthen be allowed to resume construction.

B. As operator Enron Oil&Gas Company willcontrolnoxiousweeds along
Right-of-Ways for roads, pipelines, well sites or other applicablefacilities.
A list of noxious weeds wiffbe obtained from the BLM,or the appropriate
County Extension Office. On BLMadministered land a Pesticide Use
proposal shall be submitted,and given approval, prior to the applicationof
herbicides or other pesticides or possible hazardous chemicals.

C. Drilling rigs and/or equipment used during drilling operations on this wellsite
willnot be stacked or stored on Federal Lands after the conclusion of drilling
operations or at any other time without BLM authorization. However, if
BLM authorization is obtained, it is only a temporarymeasure to allow time
to make arrangements for permanent storage on commercial facilities. (The
BLM does not seek to compete with private industry. There are commercial
facilities available for stacking and storing drilling rigs).

Additional surface stipulations:
No construction or drill activities shall be conducted between February 1 and
July 1 because of raptorstips.

NA No surface occupancy will be allowedwithin 1,000 feet of any sage
grouse strutting ground.

NA No construction or exploration activitiesare permitted within 1.5 mile
radius of sage grouse strutting grounds from April 1 to June 30.

NA There shall be no surface disturbance within 600 feet or live water
(includes stock tanks, springs, and guzzlers).

NA No cottonwood trees will be removed or damaged.
NA pond willbe constructed according to BLM specifications

approximately north of the location, as flagged on onsite.

LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

ENRON OIL & GAS COMPANY
P.O. Box 1815
Vernal, Utah 84078
George McBride
Telephone: (801) 789-0790

ENRON OIL & GAS COMPANY
P. O. Box 250
Big Piney, Wyoming 83113
Dennis Brabec
Telephone: (307)
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All lease/or unit operations will be conducted in such a manner that full
compliance is made with all applicable laws, regulations, Onshore Oil
and Gas Orders, the approval plan of operations, and any applicable
Notice to Lessees. Enron Oil & Gas Company is fully responsible for the
actions of theirsubcontractors. A copy of these conditions willbe furnished
to the field representative to insure compliance.

A copyof the approved APD and ROW grant, if applicable, shall be on location
during construction of the location and drilling activities.

The BLMOffice shall be notified upon site completion prior to moving the drilling rig.

Certification:

I hereby certify that I , or persons under my direct supervision, have inspected the proposed
drillsite and access route; that I am familiar with the conditions which presently exist: that the statements
made in the Plan are to the best of my knowledge, true and correct; and that the work associated with the
operations proposed here in willbe performed by ENRON OIL & GAS
COMPANYand its contractors and sub-contractors in conformity it this Plan and the terms and
conditions under which it is approved.

Date

tw
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 11/18/96 API NO. ASSIGNED: 43-047-32789

WELL NAME: CWU 434-27N
OPERATOR: ENRON OIL & GAS CO (N0401)

PROPOSED LOCATION: INSPECT LOCATION BY: / /
SENW 27 - TO9S - R22E
SURFACE: 2294-FNL-1638-FWL TECH REVIEW Initials Date
BOTTOM: 2294-FNL-1638-FWL
UINTAH COUNTY Engineering
NATURAL BUTTES FIELD (630)

Geology
LEASE TYPE: FED
LEASE NUMBER: U-0285-A Surface

PROPOSED PRODUCING FORMATION: WSTC

RECEIVED AND/OR REVIEWED: LOCAT ON AND SITING:

Plat | R649-2-3. Unit: É
Bond: Federag State[] Fee[]

(Number // 3 740 3 ) R649-3-2. General.
,Potash (Y/N)

Oil shale (Y/N) R649-3-3. Exception.
Water permit ,

(Number Ô ) Drilling Unit .

RDCC Review (Y/N) Board Cause no:
(Date: ) Date:

COMMENTS:
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STATE OF UTAH, DIV OF OIL, GAS & MINERALS

Operator: ENRON OIL & GAS CO | Well Name: CWU 434-27N

Project ID: 43-047-32789 | Location: SEC. 27 - T9S - R22E

Design Parameters: Design Factors:
Mud weight ( 9.63 ppg) : 0.500 psi/ft Collapse : 1.125

Shut in surface pressure : 2874 psi Burst : 1.00

Internal gradient (burst) : 0.074 psi/ft 8 Round : 1.80 (J)

Annular gradient (burst) : 0.000 psi/ft Buttress : 1.60 (J)

Tensile load is determined using air weight Other : 1.50 (J)

Service rating is "Sweet" Body Yield : 1.50 (B)

Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (1b/ft) (feet) (in.)

1 6,750 4.500 10.50 J-55 ST&C 6,750 3.927

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi) (kips) (kips)

1 3375 4010 1.188 3375 4790 1.42 70.88 132 1.86 J

Prepared by : MATTHEWS, Salt Lake City, Utah
Date : 12-16-1996
Remarks :

WASATCH

Minimum segment length for the 6,750 foot well is 1,500 feet.

SICP is .based on the ideal gas law, a gas gravity of 0.69, and a mean gas

temperature of 121°F (Surface 74°F
, BHT 168°F & temp. gradient 1.400°/100 ft.)

String type: Production

The mud gradient and bottom hole pressures (for burst) are 0.500 psi/ft and

3,375 psi, respectively.

NOTE : The design factors used in this casing string design are as shown above. As a general
guideline, Lone Star Steel recommends using minimum design factors of 1.125 - collapse (with

evacuated casing), 1.0 - (uniaxial) burst, 1.8 - API Brd tension, 1.6 - buttress tension,
1.5 - body yield tension, and 1.6 - EUE Brd tension. Collapse strength under axial tension
was calculated based on the Westcott, Dunlop and Kemler curve. Engineering responsibility
for use of this design will be that of the purchaser.
Costs for this design are based on a 1987 pricing model. (Version



State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GASAND MINING
355 West North Temple

Michael O. Leavitt
Governar 3 TriadCenter, Suite 350

Salt Lake city,Utah 84180-1203
Ted Stewart

Executive Director 001-538-5340

James W. Carter 801-359-3940 (Fax)
Divisian Directar 801-538-5319 (TOD)

December 16, 1996

Enron Oil & Gas Company
P.O. Box 1815
Vernal, Utah 84078

Re: Chapita Wells Unit 434-27N Well, 2294' FNL, 1638' FWL,
SE NW, Sec. 27, T. 9 S. , R. 22 E. , Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code
Ann. 40-6-1 et seq., Utah Administrative Code R649-3-1 et seg.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiratîon date. The
API identification number assigned to this.well is 43-047-32789.

Si erely,

rth
Asso e Director

lwp
Enclosures
ec: Uintah County Assessor

Bureau of Land Management, Vernal District
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Operator: Euron Oil 6eGas Company

Well Name Se Number: Chapita Wells Unit 434-27N

API Number: 43-047-32789

Lease: U-0285-A

Location: SE NW Sec. 27 T. 9 S. R. 22 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. .649-1 et
seg., the oil and Gas Conservation General Rules, and the
applicable terms and provisions of the approved Application
for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the
well or commencing drilling operations. Contact Jimmie
Thompson at (801) 538-5336.

Notify the Division prior to commencing operations to plug
and abandon the well . Contact Frank Matthews at
(801) 538-5334 or Mike Hebertson at (801) 538-5333.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly
filed with the Diviäion, including but not limited to the
Entity Action Form (Form 6) , Report of Water Encountered
During Drilling (Fokm 7), Weekly Progress Reports for
drilling and completion operations, and Sundry Notices and
Reports on,Wells requesting approval of change of plans or
other operational



Form 3160-3 SUBMIT IN E' FORM APPROVED
(Other instructions on OMB NO. 1004-0136(July 1992) UNITED STATES r•v•r=••ls•) Expires: February28,1995

DEPARTMENTOF THE INTERIOR o. 2,.... DESIGNATION AND BERIAL N

BUREAUOF LANDMANAGEMENT U-0285-A

APPLICATION FOR PERMIT TO DRILL OR DEEPEN 6. IFINDIAN,ALLOTTEROSTRIBENAlta

1a. TYPE or woaK

DRILL DEEPENO 7. UNIT AGREEMENT NAMS

b. TTrmor warar, CHAPITA WELLS UNIT
wrLrar,

WELI, OTHER
EONNELE UNLOPLE O •· ---MENO.

2. NAma or OPsaAton CHAPITA WELLS UNIT
ENRON OIL & GAS COMPANY o• ANWEU.NO.

a. ADDRESSANDEMEHONENO 434-27N
P.O. BOX 1815, VERNAL, UT 84078 10. FIELD AND POOL, OE WILDCAT

4. geiaNeOF WEral, (Report location clearly and in accordance with any State requirements.•) CWU/WASATCH

2294' FNL & 1638' FWL SE/NW 11.g.,r..n. x oaar,s.

At proposed prod. sone
SEC. 27, T9S, R22E

14. DISTANCE IN MILES AND DIRECTIOli FROM NEABEST TOWN OR POST OFFICE* 12. COUNTT OR PARISH 18. BTATE

19.1 MILES SOUTHEAST OF OURAY, UTAH UINTAH | UTAH
10. DISTANCE FBOM PROPOSED* 16. WO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION To NEAREST TO THIS WELL
PROPERTY OR LEASE LINE, FT. 1638 '+ 1800+ 80(Also to nearest drlg. unit line, if any)

ÌÌ DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. noTART on cABLE TooLB
o'a°i^r"Ë",'o,"o'È'2A'Ï.Ï.°E, C \IPLETED' 1764 '

_+ 6750 '
ROTARY

21. EIÆVATIONS (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

4988 ' GRADED GROUND NOVEMBER 1996
23.

PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE ORAD4812BOFCASING WEIGHT PER FOOT BETTING DEPTH QUANTITY OF CEMENT

12 1/4" 9 5/8 " 31.3# 240' 125 SX CLASS "G" + 2% CaC1,
7 7/8" 4 1/2" 10.55 6750' + 1/4 #/SX CELLOFLAKE. 50/Š0

POZMIX + 2% GEL + 10% SALT
TO 400 ' ABOVE ALL ZONES

INTEREST (+ 10% EXCESS) .

GHT CEMENT ( 11 PPG+ )

SEE ATTACHMENTS FOR• LCM to 200' ABOVE OIL
IALE OR FRESH WATER

8 POINT PLAN ÜcQ 9
' (TERVALS (+ 5% EXCESS) .

DRILLING PROGRAM
BOP SCHEMATIC

f¯

SURFACE USE AND OPERATING PLAN Ûlv.OFOIL,GAS& MINING
LOCATION PLAT ÑÛ Î 6 1996
LOCATION LAYOUT
TOPOGRAPHIC MAPS "A", "B", AND "C" ENRON OIL & GAS COMPANY WILL BE THE
GAS SALES PIPELINE MAP "D" DESIGNATED OPERATOR OF THE SUBJECT
FACILITY DIAGRAM WELL UNDER NATIONWIDE BOND #81307603.

IN ABOVE SPACE DESCRIBB P POSED PROGRAM: If proposal is to deepen, give data on present productive zone and proposed new productive zone. If proposal is to drill or

edirectionally rt rface locations and measured and true vertical dep hs Giveb1owoutpoventer program, if any.

DATE

(This space for Federal State odice use) CONDITIONSOTAPPROVB1TIACRED
Application approval does not warrant or certify that the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct operations themon.

CONDITIONS OF APPROVAL, IF ANY:

APPROVED BY MTLE
,

DATE ÐEC1 8 1996
*SeeInstructionsOn Revers.Side

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of
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Well No.: Chapita Wells Unit 434-27N

CONDlTIONSOF APPROVAL
APPLICATIONFOR PERMIT TO DRILL

Company/Operator: Enron Oil & Gas Company

Weil Name & Number: Chapita Wells Unit 434-27N

API Number: 43-047-32789

Lease Number: U - 0285-A

Location: SENW Sec.
_gi_

T.RS_R. 22E

For more specificdetails on notificationrequirements, please check the Conditions of Approval
for Notice to Drilland Surface Use
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Well No.: Chapita Wells Unit 434-27N

CONDITIONSOF APPROVAL FOR NOTICETO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or
equitable titleto those rights in the subject lease which would entitle the applicant to conduct
operations thereon.

Be aware fire restrictions may be in effect when location is being constructed and/or when well
is being drilled. Contact the appropriate Surface Management Agency for information.

A. DRILLINGPROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearinq Zones are
Expected to be Encountered

Report ALLwater shows and water-bearing sands to Tim Ingwellof this officeprior to
setting the next casing string or requesting plugging orders. Faxed copies of
State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected,
submit samples to this office along with any water analyses conducted.

Allusable water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drilling,willbe recorded by depth and adequately protected. Alloil
and gas shows willbe tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil
and Gas Order No. 2 for equipment and testing requirements, procedures, etc., for a
3_M_system and individualcomponents shall be operable as designed. Chart recorders
shall be used for all pressure tests.

Test charts, with individualtest results identified, shall be maintainedon location while
drillingand shall be made available to a BLM representative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling
medium while drilling,the special drillingrequirements in Onshore Oil and Gas Order
No. 2, regarding air or gas drillingshall be adhered to. If a mist system is being utilized
then the requirement for a deduster shall be waived.

3. Casinq Program and AuxiliaryEquipment

Surface casing shall have centralizerson the bottom three joints,with a minimumof
one centralizer per joint.

As a minimum,the usable water shall be isolated and/or protected by having a cement
top for the production casing at least 200 ft. above the base of the usable water zone,
identified at 1,703 ft. Ifgilsonite is encounteredwhile drilling,it shall be isolated and/or
protected via the cementing
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4. Mud Proqram and Circulatinq Medium

Hazardous substances specificallylisted by the EPA as a hazardous waste or
demonstrating a characteristic of a hazardous waste willnot be used in drilling,testing,
or completion operations.

No chromate additiveswillbe used in the mud system on Federal and Indian lands
without prior BLM approvalto ensure adequate protection of fresh water aquifers.

5 .Corinq, Loqqinq and Testinq Proqram

Dailydrillingand completionprogress reports shall be submitted to this officeon a
weekly basis.

AllDrillStem tests (DST) shall be accomplished during daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be
allowed to continue at night if the test was initiated during daylight hours and the rate
of flow is stabilized and if adequate lighting is available (i.e., lighting which is adequate
for visibilityand vaporproof for safe operations). Packers can be released, but tripping
should not begin before daylight unless prior approval is obtained from the AO.

A cement bond log (CBL) willbe run from the production casing shoe to ± 1,503 ft.,
and shall be utilized to determine the bond quality for the production casing. Submit a
field copy of the CBL to this office.

Whether the well is completed as a dry hole or as a producer, "WellCompletion and
Recompletion Report and Log" (Form 3160-4) willbe submitted not later than 30 days
after completion of the well or aftercompletion of operations being performed, in
accordance with 43 CFR 3164. Two copies of all logs, core descriptions, core
analyses, weli-test data, geologic summaries, sample description, and all other surveys
or data obtained and compiledduring the drilling,workover, and/or completion
operations, willbe filed with Form 3160-4. Samples (cuttings, fluids, and/or gases) will
be submitted when requested by the AO.

6. Notificationsof Operations

No location willbe constructedor moved, no well willbe plugged, and no drillingor
workover equipment willbe removed from a well to be placed in a suspended status
without prior approvalof the AO. If operationsare to be suspended, prior approval of
the AO willbe obtained and notificationgiven before resumption of operations.

Operator shall report productiondata to MMS pursuant to 30 CFR 216.5 using form
MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual
occurrences shall be promptly reported in accordance with the requirements of NTL-3A

or its
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If a replacement rig is contemplated for completion operations, a "Sundry Notice"
(Form 3160-5) to that effect willbe filed, for prior approval of the AO, and all conditions
of this approved plan are applicable during all operations conducted with the
replacement rig.

The date on which production is commencedor resumed will be construed for oil wells
as the date on which liquid hydrocarbons are first sold or shipped from a temporary
storage facility, such as a test tank, and for which a run ticket is required to be
generated or, the date on which liquid hydrocarbons are first produced into a
permanent storage facility,whichever first occurs; and, for gas wells as the date on
which associated liquid hydrocarbons are first sold or shipped from a temporary
storage facility,such as a test tank, and for which a run ticket is required to be
generated or, the date on which gas is first measured throughpermanent metering
facilities, whichever first occurs.

Should the well be successfully completedfor production, the AO willbe notified when
the well is placed in a producing status. Such notificationwillbe sent by telegram or
other written communication, not later than five (5) days followingthe date on which
the well is placed on production.

Gas produced from this well may not be vented or flared beyond an initialauthorized
test period of 30 days or 50 MMCFfollowing its completion,whichever occurs first,
without the prior written approval of the Authorized Officer. Should gas be vented or
flared without approvalbeyond the authorizedtest period, the operator may be directed
to shut-in the well until the gas can be captured or approvalto continue venting or
flaring as uneconomic is granted and the operator shall be required to compensate the
lessor for that portion of the gas vented or flared without approval which is determined
to have been avoidably lost.

A schematic facilities diagram as required by 43 CFR 3162.7-2, 3162.7-3, and 3162.7-
4 shall be submitted to the appropriate DistrictOffice withinthirty(30) days of
installation or first production, whichever occurs first. Allsite security regulations as
specified in Onshore Oil & Gas Order No. 3 shall be adhered to. Allproduct lines
enteringand leaving hydrocarbon storage tanks willbe effectivelysealed in
accordance with 43 CFR 3162.7-4.

No well abandonmentoperationswillbe commencedwithout the prior approvalof the
AO. In the case of newly drilled dry holes or failures, and in emergency situations, oral
approvalwill be obtained from the AO. A "Subsequent Report of Abandonment" Form
3160-5, willbe filed withthe AO within thirty(30) days following completionof the well
for abandonment. This report willindicate where plugs were placed and the current
status of surface restoration. Final abandonmentwillnot be approved until the surface
reclamation work required by the approved APD or approved abandonment notice has
been completedto the satisfactionof the AO or his representative, or the appropriate
Surface Managing
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7. Other Information

All loading lines willbe placed inside the berm surrounding the tank battery.

Alloff-lease storage, off-leasemeasurement, or commingling ontease or off-leasewill
have prior writtenapproval from the AO.

The oil and gas measurement facilities willbe installed on the well location. The oil
and gas meters willbe calibrated irl place prior to any deliveries and tested for meter
accuracy at least quarterly thereafter. The AO willbe provided with a date and time for
the initial meter calibrationand all future meter proving schedules. A copy of the meter
calibration reports willbe submitted to the Vernal District Office. Allmeter
measurement facilities willconformwith Onshore Oil & Gas Order No. 4 for liquid
hydrocarbons and Onshore Oil &Gas Order No. 5 for natural gas measurement.

The use of materialsunder BLMjurisdictionwillconform to 43 CFR 3610.2-3.

There willbe no deviation from the proposed drillingand/or workover program without
prior approvalfrom the AO. Safe drillingand operating practices must be observed.
All wells, whether drilling,producing, suspended, or abandoned willbe identified in
accordance with 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) willbe filed for approval for all
changes of plans and other operations in accordance with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicableprovisions of the operating regulations at Title 43 CFR
3162.4-1(c), requires that "not later than the 5th business day after any well begins
production on which royalty is due anywhereon a lease site or allocatedto a lease
site, or resumes production in the case of a well which has been offproduction for
more than 90 days, the operator shall notifythe authorizedofficer by letter or sundry
notice, Form 3160-5, or orally to be followed by a letter or sundry notice, of the date on
which such production has begun or resumed."

Ifyou fail to complywith this requirement in the manner and time allowed,you shall be
liable for a civilpenalty of up to $10,000per violation for each day such violation
continues, not to exceed a maximum of 20 days. See Section 109(c)(3) of the Federal
Oil and Gas Royalty Management Act of 1982 and the implementing regulations at
Title 43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature date. An
extensionperiod may be granted, if requested, prior to the expirationof the original
approval
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In the event after-hours approvals are necessary, please contact one of the following
individuals:

Ed Forsman (801) 789-7077
Petroleum Engineer

Wayne P. Bankert (801) 789-4170
Petroleum Engineer

Jerry Kenczka (801) 781-1190
Petroleum Engineer

BLMFAXMachine (801)
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EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the followingwastes are nonexempt,they are not necessarily hazardous.

Unused fracturing fluids or acids

Gas plant coolingtowercleaningwastes

Painting wastes

Oil and gas service companywastes, such as empty drums, drum rinsate, vacuum truck
rinsate, sandblast media, painting wastes, spend solvents, spilledchemicals, and waste acids

Vacuum truckand drum rinsate from trucks and drums, transportingor containing nonexempt
waste

Refinery wastes

Liquid and solid wastes generated by crude oil and tank bottom reclaimers

Used equipment lubrication oils

Waste compressor oil, filters, and blowdown

Used hydraulic fluids

Waste solvents

Waste in transportationpipeline-related pits

Caustic or acid cleaners

Boiler cleaningwastes

Boiler refractory bricks

Incinerator ash

Laboratory wastes

Sanitary wastes

Pesticide wastes

Radioactive tracer wastes

Drums, insulation and miscellaneous



State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt
G Box 145801overnor

Ted Stewart Salt Lake City, Utah 84114-5801

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

March 12, 1997

Claudia Silver-Huff
School & Institutional Trust Lands Administration
675 East 500 South, Suite 500
Salt Lake City, Utah 84102

Re: Chapita Wells Unit - Wasatch PA "B-C-D-E" - Entities 4905
and 11455

Dear Claudia:

Enron Oil & Gas Co. has recently contacted the Division to
request that wells currently listed under entity 11455 be changed
to entity 4905 to make their reporting responsibilities easier
and to eliminate the confusion regarding the double entity
assignment for the Wasatch PA "B-C-D-E".

In January of 1993, all of these same wells were changed
from entity 4905 to 11455 to accommodate and assist Trust Lands
(formally "State Lands") with the collection of payor division

order interest.

Please review the attached information and let me know if
two separate entities are still necessary for the Wasatch PA
"B-C-D-E".

Should you have any questions please call me at 538-5296.

Sincerely,

Lisha Cordova
Admin. Analyst

cc: Enron Oil & Gas



g g

O State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

Michael O. Leavitt 1594 West North Temple, Suite 1210
c•vemor Box 145801

F:xec), ("' Salt Lake City, Utah 84114-5801
James W. Carter 601-359-3940 (Fax)

Division Director 801-538-5319 (TOD)

UTAH DIVISION OF OIL, GAS AND MINING
FACSIMILE COVER SHEET

DATE: MARCH 12, 1997

FAX # (307) 276-3898

ATTN: BRENDA

COMPANY: ENRON OIL & GAS

FROM: LISHA CORDOVA

DEPARTMENT: OIL & GAS

NUMBER OF PAGES BEING SENT (INCLUDING THIS ONE) : 5

If you do.not receive all of the pages, or if they are illegible,
please call (801) 538-

We are sending from a Sharp facsimile machine. Our telecopier
number is (801) 359-3940.

MESSAGES:

SAME INFO FAXED TO CLAUDIA SILVER-HUFF/TRUST LANDS ADMIN. FOR REVIEW. SHE -

WILL CALL ME BACK WITH UPDATE ASAP. I WILL LET YOU KNOW OUTCOME. IF YOU

WOULD LIKE TO TALK WITH HER PLEASE CALL (801)538-5100.

Inportant: This message is intended for the use of the individual or entity to which it is addressed and may
contain information that is privileged, confidential and exempt from disclosure under applicable law. If
the reader of this message is not the intended recipient, you are hereby notified that any dissemination,
distrfbutfon, or copying of this connunication is strictly prohibited. If you have received this
communication in error, please notify us immediately by telephone and return this original message to us at
the above addressed via regular postat service. Thank



Oivision of Oil, Gas and Mining

PHONE CONVERSATION DOCUMENTATION FORM

Route original/copy to:
[ ] WeII File [ ] Suspense [ ] Other

(Return Date)
(Location) Sec Twp Rag (To - Initials)
(API No.)

l . Date of Phone Call: 8-15-97 Time: 11:30

2. DOGM Employee (name) L. CORDOVA (Initiated Call M)K
Talked to:

Name RON CARLSON (Initiated Call E]) - Phone No. ( 801) 538-5131

of (Company/Organization) TRUST LANDS (SITLA)

3. Topic of Conversation: CHAPITA WELLS UNIT-WASATCH "B-C-D-E" PA.

(ENTITY REVIEW 04905 AND 11455)

4. Highlights of Conversation:

A SECOND ENTTTY NUMBER 11455 WAS ASSIGNED TO THE SÄME PA 1/92 PER TRUST LANDS

(FORMERLY STATE LANDS) REQUEST. CAN WELLS BE COMBINED UNDER ONE ENTITY 04905

AS PER OPERATOR REQUEST & DOGM REVIEW? RON CARLSON WILL REVIEW & NOTIFY DC

OF OUTCOME.

*970819 - RON CARLSON SAYS OPERATOR "ENRON" IS REPORTING ALL DOL PA

UNDER ENTITY 04905; HE IS NOT SURE WHY A SECOND ENTITY OF 11455 WAS REQUESTED

BY THEM IN THE FIRST PLACF; MAY HAVE HAD SOMETHING TO DO WITH THEIR INTERNAL

SYSTEM; IT IS DK TO: CHANGE ALL WELLS CURRENTLY UNDER ENTITY 11455 TO ENTITY

04905. ENRON NOTIFIED OF CKANGES TODAY



STATE OF ufAtl

0401
olvislON Of Oll. GAS AND HINING OPERATOR ENRON OIL & GAS OPERATOR ACET. NO.
ENTITY ACTION FORH - FORH 6 ADDRESS

ACTION CUINIENT NEW API NUMBER WELL HAME WF1I IOCATÎ0N SPUO EFFECTIVECODE ENTifY NO. EtlTITY NO. QQ SC TP RG COUNTY DATE DATE I

C 11455 04905 ***SEE ATTACHED*** 8-1-97
WELL \ COHNENTS: *ENTITY 11455 ESTABLISHED 2/93 PER 'fRUST LANDS NO LONGER NECESSARY;ALL WELLS CURRENTLY UNDER 11455

ARE BEING CHANGED TO 04905 EFF 8-1-97. (CHAPITA WELLS UNIT - WSTC B-C-D-E PA) . OPERATOR NOTIFIED.

WELL 2 CONHEllfS:

WELL3 COMMENTS:

WELL =1 COMHEt|TS:

WELL 5 CONHENTS:

IACTION CODES (See instructions on back of form)
A - Establish new entity for new well (single well only) L. CORDOV (DOGM)D - Add new well to existing entity (group or unit well) SignatureC - Re-assign well from one existing entity to another e×isting entity

ADMIN ANALYST 8-20-970 - Re-assign well from one existing entity to a new entity •E - Other (e×plain in comments section) Title
. Date '

NOTE: Use COHNENT section to explain why each Action Code was selected. Phone No. (



O O
08/20/97 B A S I C WELL D A T A BY ENT I TY MENU: OPTION 00
API NUMBER ACCT ACCOUNT NAME TOWNSHP CUM OIL
PROD ZONE ENTITY ENTITY NAME RANGE CUM GAS

FIELD FIELD NAME SECTION CUM WATER
LEASE TYPE STATUS WELL MAME QTR-QTR

4304732642 NO401 ENRON OIL & GAS CO SO90 0
11455 CHAPITA WELLS U/WSTC BCDE E220 0
630 NATURAL BUTTES 24 0

1 PA CWU 427-24N SENE

4304Ÿ$ËŸ89 NO401 ENRON OIL & GAS CO SO90 0
11455 CHAPITA WELLS U/WSTC BCDE E220 0
630 MATURAL BUTTES 27 0

1 DRL CWU 434-27N SENW

4104932896 NO401 ENRON OIL & GAS CO SO90 0
11455 CHAPITA WELLS U/WSTC BCDE E220 0
630 NATURAL BUTTES 26 0

1 DRL CWU 480-26F NESE
OPT: 2 API: 4304732841 ZONE: WSTC PERIOD(YYMM): O ENTY: 11455 ACCT:



D°. RTUMNE TAHEESNTERIOR FB
ure uN 0040135

4U OF LANDMANAGEMENT ExpiresSeptember30,1990

5. Lease Designation and Serial No.

SIINDI Y NOTICE AND REPORTS ON WELLS U 0285A
not is - is to drill or to deepen or reentry to a different reservoir. 6. If Indian, Allottee or Tribe Name

DIV.OF C,GBA FOR PERMIT -" for such proposals
SUBMITIN TRIPLICATE 7. If Unit or C.A., Agreement Designation

1. Type of We11

Oil Gas CIIAPITA WELLS UNIT
WELL Well Other 8. Well Name and No.

2. Name of Operator

ENRON OIL & GAS COMPANY CHAPITA WELLS UNIT 434-27N
3. Address and Telephone No. 9. API Well No.

P.O. BOX2SO, BIG PINEY, WY 83113 (307) 276-3331 43-0474244& J
4. Location of We1I (Footage, Sec., T., R., M., or Survey Description) 10. Field and Pool or Exploratory Area

2294' FNL - 1638' FWL (SW/NE) CIIAPTTA WELLS/WASATCII

SECTION27, T9S,R22E 11. COUNTY STATE
UINTAH, UTAH

12. CHECK APPROPRIATE BOX(s)TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

NOTICE OF INTENT X ABANDONMENT CHANGE OF PLANS

RECOMPLETION NEW CONSTRUCTION

SUBSEQUENT REPORT PLUGGING BACK NON-ROUTINE FRACTURING
CASING REPAIR WATER SHUT-OFF

O FINAL ABANDONMENT NOTICE ALTERING CASING CONVERSION TO INJECTION

OTHER

(Note: Report results of multiple completion on Well Completions
or Recompletion Report and Log Form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details and give pertinent dates, including estimated date of starting any proposed work if well

is directionally drilled give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work).

The location for the subject well was constructed in 1996 and 249' of 8-5/8" surface casing was cemented to surface. Due to geologic

considerations, Enron has elected not to drill this well and requests authorization to abandon the well by plugging the surface casing
with a Class "G" cement plug from 50' to surface, capping the surface casing 3' below ground level with a BLM approved cap and

rehabing the location per BLM specifications.

*NOTE: Enron will be using Nationwide Bond #NM 2308

1S I hereby certify th is

TirLE Regulatory Analyst DATE 5/26/99

(This space for Federal or State officeuse)

APPROVED BY TITLE DATE

CONDITIONS OF APPROVAL, IF ANY:

Title 18 U.S.C.Section 1001, makes it a crime for any person knowingly and willfbily to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its



SubstituteF 160
SUBMITINDUPLICATE*

(November 19 4) (See other matructions on Expires August 31. 1985

(formerly 9-33 j reverse side) 5 IRASE DESIGNKl10N AND SERIALNO.

OCT22 1999Ut ÍÈ STATES U 0285A
o IrlNUIAN.ALLUllbbUKlKlbhNAMb

DEPARIMËNT F THE INTERIOR

DÑ.ÛÏÛ ÛÑÊ D MANAGEMENT WELLS UNIT
a ¥Alad ok II.Ask NAME

WELL COMPLETION OR RECOMPLETION REPORT AND LOG* CHAPITA WELLS UNIT
ta. Iirtut ul.1.L.: 9 AbilNu.

OILWELL GASWELL DRY - 434-27N
b TYPEOF COMPLE11

WORKOVER DEM PLUGBACK D- - A WE S/WASATCH
I I. one

.
I .it.M., UK ULUCA ANU NUKVL Y

mik or utkleiluk

EOG Resources, Inc. SECTION 27, T9S, R22E
Al>bkhautukhkAlua 12.cuUNikURPAklsll is.slAIL

P.O. BOX250 BIG PINEY, WYOMING 83113 UINTAH, UTAH
4 I,ULAl lUN UI WELL(keportlocationclearly and m acordance wdli my State requwementsy 14. PillMllNU.

4..<-. 2294' FNL - 1638' FWL (SW/NE) 43-047-.326·40 7 Z 7 Û
Attopprod irgervsIreportenelow SAME oxrsvanurrissuso

Attotaldepe. SAME
15.DATESPUUDED 16 DATETD REACHED 17.DKlECOMPL(Readyloprod) 18 LLEVAllONS(DF.KKB,Kl.UI ,EICJ' 19.ELEV.CASINGHEAD

1/20/97 8/30/99 8/3089 4988' PREP. GL.
20. TUI AL DEVI H, MU & TVD 21. PLUG, BACK T D., MD & TVU 22. IF MULTIPLE GUMPIEI UNS, HUW MAN Y7 23. RUI ARY 1 JDLS CABLE lUOL5

230' P & A'D 1 ROTARY
24. PRODUCING INTERVAL(S),OFTHIS COMPIERON.TOP. BOTTOM,NAME (MD AND TVD)* 25. WAS DIRECTIONAL SURVEY MADE*

NO

26. TYPE ELECfRIC AND ORIER LOGS RUN 27 ..WASWELA.CORED7

NO

28. CASING RECORD (Report all strings set in well)

CASINGSIZE WEIGHT, LB./FT DEPTH SET (MD) HOLE 512E CEMEN11NGRECORD AMOUNTPUllÆD

8-5/8" 24.0# J-55 230' 12-1/4" 125 sx Class "G" cement. NONE
NONE

29. LINERRECORD so TUBINGRECORD

SIZE TOP(MD) BOTTOM(MD) SACKSCEMERT SCREEN(MD) SIZE DEPTHSEr(MD) PACKERSET(MD)

31.PERFORATIONRECORD(litcrval,sizcanda) 32 ACID,SHOT, FRACTURE,CEMENT, SQUEEZE,ETC.

PLUGGING DEPm lmERVAI. (MD) AMOUNTAND KIND OP MATERMI, USED

Set 50 sx Class "G" cement plug from60' to surface in 8-5/8" casing.

Capped the surface casing 3' below ground levelwith regulation marker.

33.• PRODUCTION
DATE FIRTYPRODUCI10N PRODUCllON METHOD (Flowmg, gas lift, pumpmg•stze and type of pump) WELLŒfKT S (Produc or shut-an)

P & A'D 8/30/99
DKIE OF TEST HOURS TEŒfED CHOKE SIZE PROD'N FOR OIL BBC GAS-MCF WATER-BBL GAS-L:

ILFLOW.TUBINGPRESS. CASINGPRESSURE CALCULATEED OfL.BEL GAS-MCF WKIER-BBL GRAVITY-A

34.1)lhPusilluNOktrAh(Sold.use«ioriucl.verted.ctc.) IbblAllNESabAJul

SOLD
35. 1.18I DEKITACHMEN lE

36. I hereby certdy that the loregoing and hadud on is omplete and correct as detemuned from all available records

SIGNED || TITLE Regulatory Analyst DATE 10 18/99

*gSee Instructions and Sgaces for Additional Data on Reverse Side
Title 18 U.S.C. Section 1001. makes it a crime for any person knowingly and willfhily make to any department or agency of e United Stascs arryfalse, fictitious or fraudulert statemeras or repres ons as to any matter



its jutudictiort

INSTRUCTIONS

General: This form is designed for subrnitting a complete and :orrect wel completionreport and log on at types of lands and leases to either a Federal agency or a State agency, or both, pursuant to appkcable Federal andfor State laws

and regulations. Any necessary special instructions concoming me use of this form and the number of copies to be subrritted,particularly with regard to local, area. or regional procedures and practices.either are shown below or wil be

issued by, or may be obtained from, the local Federal and/or State office See instructions on items 22 and 24. and 33, below regardng separate reports for separate completions.

Item 4: If there are no appicable State requirements. locahons on Federal or indian land should be described in accordance with Federal requirements. Constil local State or Federal office for specificInstruebons

Rem 18: Indicate whlch elevationis used as reference (where not othermse shown) for depth measurements given in other spaces on this form and in any attachments.

Rems 22 and 24: If this wil is completed for separate production from more than one interval zone (multiplecompletion),sostate in item 22, and in item 24 show the producing interval, or intervals. top(s).bottom(s) and name(s) (if any)

for orgy the interval reported in tiem33. Submit a separate report (page) on this form, adequately identified, for each additionalinterval to be separately produced, showing the addibonal data pertinent to such interval.

Item 29: ent Attached supplementalrecords for this wel shouldshowthe details of any multiple stage cementingand the location of the comerdingtool.
Item 33: Submit a separate completion report on thisform for each interval to be separately produced. (See instruction for IIems 22 and 24 above.)

PRIVACY ACT

The Privacy Act of 1974 and therepilation in 43 CFR 2AB(d)provide that you be ihmished the following inforingion in connectionwith infonnehon respiiredby tis application
AUTHORITY: 30 U.S.C. 181 et se4, 25 U.S.C. et seg, 43 CFR 3160
PRINCIPLE PURPOSE: 1he informaion is to be used to evaluate the actual opergionsperformed in the drilling of m oil or gas well on a Federal or Indim least

ROU11NE USES: (1) Evaluate the tipiptnent and proce res used durms the drilling of the weit (2) The review of geologic zoner and formation eixountered during killing. (3) Analyze future applications to drill in light of dan

obtained and methodsused (4XS) ktormaion from the record and/or the record win be trmsferred to approprime Federal. State. local or foreip agencies, when relevant to civil, criminal or reguidory investignions or prosecutiom.

EFFECT OF NOT PROVID1NO INFORMA110N: Filing of this rcport and disclosure of ite information is mmdgory once m oil or gas well is drilled

The Paperwork Reduction Act of 1980 (44 U.S.C. 3501, et sc4) requires us to inform you thm:
This information is being collected to allow evaluation ofthe technical, safety, and envirommtal factors involved with &illing mi proálcing oil md gas on Federal md indim oil and gas Icases

This infonnation will be used to malyze operations and coupare equipment md proce&lres actusily used with the proposals applied for

Response to this recpiestis medatory once m oil or gas well is killed

SUMMARYOF POROUS ZONES: (Showall importantzones of porosity 38 GEOLOGICMARKERS
and contents thereof; cored intervals;and all dnll-stem tests, includmgdepth
interval tested, cushion used, time tool open, flowingand shut-in pressures,
and recoveries): IUF

FORMATION TOP BOTTOM DESCRIPTION,CONTENTS,ETC. NAME MEAS. DEPTH TRUEVERT



Subst o 5 4 SUBMITINDUP
(Nov ) (See other instructions on Expires August 31, 1985

(form reverse side) 5 LEASE DESIGNATION AND SERIAL NO.

' 2 2 999 I ED STATES U 0285A

QE T OF THE INTERIOR
AND MANAGEMENT ELLSUNIT

8 FARMORiiASE AME

WELL COMPLETION ORRECOMPLETION REPORT AND LOG* CHAPITAWELLSUNIT
la. I rFEULWELL: 9. WELLNO.

OILWELL GASWELL DRY OTHot 434-27N
b.TYPEOFCOMPLETI

WORKOVER DEEPER PLUGBACK DIFF.RES. Om

10.

A I E S/WASATCH
i. JNNVib UP UFERAIUR

EOG Resources, InC. SECTION 27, T9S, R22E
3. ADDRESS OFOPËkATOR 12. COUNI Y OR PARISH 13. STRIE

P.O. BOX250 BIG PINEY, WYOMING 83113 UINTAH, UTAH
4. I.OCKITON OF WELL(Report location clearly and m accordance with anyState requirements)' 14. PERMIT NO.

atsurr.=, 2294' FNL - 1638' FWL (SW/NE) 43-047-39640 7 2
Attopprod.intervalreportedbelow SAME DATEPERMITISSUED

Attotal depth SAME
15. DATE SPUDDED l 6. DATET.D. REACHED 17. UKTE COMPL (Ready to prod ) 18. El EVATIONT(DF RKB RT Ur Erc TV El BV CASINGHEAD

1/20/97 1/20/97 8/30/99 P&A'D 4998' KB 4988' PREP. GL.
20. TOTAL DEPTH, MD & TVD 2L PLUG, BACK TD &.TVD 21 IF MULTIPLE COMPLET ONS, HOW MANY? 23. ROTARY T JOLS CABLETOOLS

24. PRODUCING INTERVAL(S),OF THIS COMPLEITON-TOP,BOTTOM,NAME (MD AND TVD)* 25. WASDIRECTIONALSURVEY MADE?

NO

26. TYPE ELECTRIC AND OTHER LOGS RUN 27 . WASWELL CORED7

N/A NO

28. CASINGRECORD (Reportall strings set in well)

CASING SIZB WEIGHT, LB./FT. DEPTH SET (MD) HOI ESIZE CEMERI1NG RECORD AMOUNTPULI ED

8-5/8" 24.0# J-55 249' 12-1/4" 100 sx Class "G" cement. NONE
NONE

29. LlNERRECORD 30. TUBING RECORD

SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

31.PERFORATIONRECORD(Interval,sizemdnumber) 31 ACID,SHOT, FRACTURE, CEMENT, SQUEEZE,ETC.

DEPTH IRIERVAL (MD) AMOUNT AND KIND OF MATERIALUSED

P&A'D
Cement plug set from249' to surface w/50 sx Class "G" cement.

Dry hole marker set below ground 8/30/99 and locationreclaimed.

33.• PRODUCTION
DAIEFIRSIPKOIJOCIION PRODUCIIONMkillOD(Piowmg.gaslitt.pumpmg-sizeandtypeotpump) ALLLblAldS(Prodoemgorshut-m;

P&A'D
LA

1 BINGPRESS.

HOURST,

GPRESSURE

CHOKESIZE PROD'NFOR 01

BBL

GAS-MCF.GAS-MCF.

WEfER-BBL

WKIER-BBLOILGRAVI

A (

RR.O

34. DISPOSillOÑOF GAS (Sold, use, for tilel,vented, etc.) IEst WI1NassklaBy

SOLD
35.LISIOFAflAClikŒNIS

36. I herebycertify that the foregoms and attac informatto compi d correct as determmed liom all avariablerecords.

SIGNED TITLE Regulatory Analyst DATE 9/10/99

*(See Instructions and Spaces for Additional Data on Reverse Side)
Title 18 U.S.C. Section 1001, makes it a crime for anyperson knowingly and willfully to make to anydepartment or agencyof meUnited States my false, fictitious or fraudulent statements or representations as to any matter



its jurisdiction

INSTRUCTIONS ç¾

General: This form is designed for submitting a complete and correct well completion report and log on all types of lands and leases to either a Federal agency or a State agency, or both, pursuant to applÍcableFederal and/or State laws
and regulations. Any necessary special instructions concerning the use of this form and the number of copies to be submitted,particularly with regard to local, area, or regional procedures and practices,either are shown below or will be
issued by, or may be obtained from, the local Federal and/or State office. See instructions on items 22 and 24, and 33, below regarding separate reports for separate completions.
Item 4: If there are no applicable State requirements, locations on Federal or Indian land should be described in accordance with Federal requirements. Consult local State or Federal office for specific instructions.
Item 18: Indicate which elevation is used as reference (where not otherwise shown) for depth measurementsgiven in other spaces on thisform and in any attachments.
Items 22 and 24: If this willis completed for separate production from more than one inteival zone (multiple completion),so state in item 22, and in item 24 show the producing interval, or intervals, top(s),bottom(s) and name(s) (if any)
for only the Interval reported in tiem33. Submit a separate report (page) on this form, adequatelyidentified, for each additional interval to be separately produced, showing the additional data pertinent to such interval.
Item 29: ent": Attached supplemental records for thiswellshould show the detailsof any multiple stage cementing and the location of the cementing tool.
Item 33: Submit a separate completion report on this form for each interval to be separately produced. (See instruction for items 22 and 24 above.)

PRIVACY ACT

The Privacy Act of 1974 and the regulation in 43 CFR 2.48(d) provide thatyou be fumished the following information in connectionwith information required by tis application
AUTHORITY: 30U.S.C.181et.seq., 25U.S.C.et.seq.,43 CFR3160
PRINCIPLE PURPOSE: The infonnation is to be used to evaluate the actual operations performed in the drilling of an oil or gas well on a Federal or Indian lease,
ROUTINE USES: (1) Evaluate the equipment and procedures used during the drilling of the well. (2) The review of geologic zones and fonnation encountered during drilling. (3) Analyze future applications to drill in light of data
obtained and methods used. (4)(5) Information from the record and/or the record will be transferred to appropriate Federal, State, local or foreign agencies, when selevant to civil, criminal or regulatory investigations or prosecutions.
EFFECT OF NOT PROVIDING INFORMATION: Filing of this report and disclosure of hte inforrnation is mandatory once an oil or gas well is drilled
The Papenvork Reduction Act of 1980 (44 U.S.C. 3501, et. seg.) requires us to inform you that:

This information is being collected to allow evaluation ofthe technical, safety, and environmental factors involved with drilling and producing oil and gas on Federal and indian oil and gas leases.
This information will be used to analyzeoperations and compare equipment and procedures actually used with the proposals applied for.
Response to this request is mandatory once an oil or gas well is drilled.

SUMMARY OF POROUS ZONES: (Show all importantzonesof porosity 38. GEOLOGIC MARKERS
and contents thereof;cored intervals;and all drill-stemtests, includmgdepth !
intervaltested, cushionused, time tool open, flowingand shut-inpressures,
and recoveries): TUR

FORMATION TOP BOTTOM DESCRIPTION,CONTENTS, ETC. NAME MEAS.DEPTH TRUE VERT. DEPTH



Form 3 6200057) UNITED STATES FORM APPROVED

O DEPARTMENT OF THE INTERIOR OMB NO. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: July 31, 2010
5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTUO285A
Do not use this form for proposals to dri/I or to re-enter an

abandoned we/I. Use form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name

SUBMIT IN TRIPLICATE - Other instructions on reverse side. 7. I Unit or CAAAErLe ent, Name and/or No.

1. Type of Well 8. Well Name and No.

O Oil Well gi Gas Well O Other CHAPITA WELLS UNIT434-27N

2. Name of Operator Contact: MARY A. MAESTAS 9. API Well No.
EOG RESOURCES, INC E-Mail:mary_maestas@eogresources.com 43-047-32789

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
600 17TH STREET SUITE 1000 N. Ph: 303-824-5526 NATURAL BUTTES
DENVER,CO 80202

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) 11. County or Parish, and State

Sec 27 T9S R22E SWNE 2294FNL 1638FWL UINTAH COUNTY, UT

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent 0 Acidize O Deepen O Production (Start/Resume) O Water Shut-Off

0 Alter Casing O Fracture Treat O Reclamation O Well Integrity
Subsequent Report O Casing Repair O New Construction O Recomplete O Other

0 Final Abandonment Notice O Change Plans Plug and Abandon O Temporarily Abandon

O Convert to Injection 0 Plug Back O Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof.
If the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has
determined that the site is ready for final inspection.)

The referenced well was plugged and abandoned in August 1999 as per the attached procedure.

14. I hereby certify that the foregoing is true and correct.
Electronic Submission #59568 verifie· by the BLMWell Information System

For EOG RESOURCES, INC, sent to the Vernal

Name(Printed/Typed) MARY A. MAESTAS Title REGULATORYASSISTANT

Signa u 1,ctron Sp Date 04/10/2008

THIS SP\CE FOR FEDERAL OR STATE OFFICE USE

Apioved_By_
_ _ _ _ _ _ _ _ _ _ _ _

Title Date

Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease
which would entitle the applicant to conduct operations thereon. Office

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED

APR14 2008
DIV,OFOILGAS&
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A WELL CHRONOLOGY REPORT
Ueog resources

REPORT GENERATED ON: 10/18/2007 WELL NAME: CWU 434-27N

RELL NAME: CWU 434-27N EVENT NO.: 1 DIVISION : DENVER

OPERATOR: ENRONOIL & GAS WELL TYPE : DEV WELL CLASS: DRIL
FIELD : CHAPITAWELLSUNIT DISTRICT: BIG PINEY PLANTVD/MD : 6,750 / 6,750
COUNTY,ST.: UINTAH , UT AP1#: 43-047-32640 TAX/CREDIT:
PROPERTY #: 025930 WI % : 52.7752 NRI % : 42.747853
AFE#: 300362 AFE TOTAL : $376,500 DHC : $146,000 CWC : $230,500
REPQRTED BY:EDDIE TROTTER LAST CSG : SHOE TVD/MD: /
RIG CONTR. : RIG NAME: WATER DEPTH: 4988
LOCATION : -109 40 KB ELEV : GL ELEV: 4988

SPUD DATE : RIG RELEASE: 1ST SALES: 8/31/1999

REPORT DATE: 08/31/1999 MD :230 TVD :230 PROGRESS : 0 DAYS : MW : VISC :

DAILY:DC: $1,298 CC : $0 TC : $1,298 CUM : DC : $25,255 CC : $0 TC : $25,255
FORMATION: PBTD : PERF : PKR.DPTH:

ACTIVITYAT REPORT TIME: PLUG &ABANDON SURFACE

DAILY DETAILS: MIRU DOWELL FILLED 9-5/8" SURFACE CASING WIFRESH WATER. RAN 60' OF 1" PlPE DOWN SURFACE CASING.
PRESSURE TESTED LINES & CEMENT VALVE TO 1000 PSIG. MIXED & PUMPED50 SX CLASS "G" CEMENT Wl2% CACL-2 &
1/4#lSX CELLOFLAKES. MIXED CEMENT @ 15.8 PPG WlYIUELD OF 1.15 CF/SX (10.2 BBL). HAD1/2 BBL CEMENT RETURNS"
TO SURFACE. POH Wl1" PIPE. RD DOWELL. PREPARE TO RESTORE LOCATION TO BLMSPECIFICATIONS. WAYNE
BANKERT WITH THE VERNAL BLM WITNESSED THE JOB.

Copyright© 1993-2004 by Epoch Well Services Inc. AII rights
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